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Store Summary (Aug 17- Aug 24)

Store Start
Date

Duration
(hours)

Intial Lum
1/(µb-s)

Delivered
Lum
(1/pb)

Live
Lum
(1/pb)

Lum
w/Si

(1/pb)
Comments

4909 17 Aug
Thu 27.0 146.6 5.66 5.10

90.1%
5.10

90.1%
L2A limit test,

RT server, plug HV

4910 19 Aug
Sat 14.4 142.1 3.93 3.66

92.9%
3.66

92.9% TeV quench

4914 20 Aug
Sun 23.8 116.4 4.01 3.60

89.7%
3.59

89.3%
L3 at start, XFT mon,
plug HV, Si D-Mode

4915 21 Aug
Mon 25.1 169.1 5.85 4.35

74.3%
3.58

61.2%
TOF HV,

COT crate PS

4917 22 Aug
Tue 30.5 183.5 7.00 5.55

79.3%
4.68

67.0%
Si delay at start, BMU 

trip, SLAM XFT

4919 23 Aug
Wed 6.2 195.4 2.89 2.24

77.7%
2.24

77.7% lightning abort

Total 127.0 29.34 24.49
83.5%

22.85
77.9%

Last 140.4 30.79 27.21
88%

26.84
87%



Detector Access
Thu Morning

Si: wedge interlock signal fixed
Si: ISL Bias cables swapped

Fri Evening
BMU: 1 hr to investigate dead ch

Tue Morning
CONET-1 PS swap

Wed Afternoon
SVX SE PS with drooping voltage

Thu Morning
SVX PS, ISL cooling, ...



Misc

Thu: L2A rate increased (~810 Hz)

Sun: D-Mode calib

Sat, Wed: XFT SLAM firmware to resolve 
TrigMon XFT/XTRP errors

Tue: TOF HV crate replaced

Tue: BMU HV pod

Wed-Thu: Lots and lots of XFT upgrade



Record Initial Lum

181.8 e30    Feb 12

182.5 e30    July 27

183.5 e30    Aug 22

195.4 e30    Aug 23


